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1 . GRANT OF LICENSE 
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and any copies of the SOFTWARE PRODUCT, are owned by MARGI or its suppliers. The SOFTWARE PRODUCT is protected by 
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return of the price paid, or (b) repair or replacement of the SOFTWARE PRODUCT or hardware that does not meet MARGI' s Limited Warranty 
and which is returned to MARGI with a copy of your receipt. This Limited Warranty is void if failure of the SOFTWARE PRODUCT or 
hardware has resulted from accident, abuse, or misapplication. Any replacement SOFTWARE PRODUCT or hardware will be warranted for the 
remainder of the original warranty period or thirty (30) days, whichever is longer. 

NO OTHER WARRANTIES . TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, MARGI AND ITS 
SUPPLIERS DISCLAIM ALL OTHER WARRANTIES, EITHER EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, 
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Safety Notice 



DANGER 

To avoid shock hazard, do not connect or disconnect any cables or perform installation, maintenance, or reconfiguration of this 
product during an electrical storm. 



Copyright & Trademark Notice 

Capture-to-Go™ is a trademark of Margi Systems, Inc. 

MS-DOS, Windows 3.1, and Windows 95 are trademarks of Microsoft Corporation, all rights reserved. All other trademarks belong 
to their respective owners. 



System Requirements 

Notebook Computer with Zoomed Video (ZV) Enabled PCMCIA Socket 

Processor: 486 or higher (Pentium or Pentium Pro recommended) 

Memory: 8MB or more 

Operating System: Windows 3.11 and DOS 5.0 or higher 

(Windows 95 or 98 recommended) 
Hard Drive Space: At least 10MB 
Display Type: VGA or higher 

Other Requirements: PCMCIA Type II Socket w/ Card and Socket Services 
Sound Card and Speakers for audio playback 
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Introduction 



The Capture-to-Go™ card is a Type II PCMCIA capture card designed to accept analog NTSC, PAL, or S -Video from a variety 
on inputs - camcorder, VCR, TV Tuner, live camera or laser disk. The card converts the inputs to digital video for display on a 
LCD screen and for capture to a disk. Capture-to-Go™ has wide ranging compatibility, including videoconferencing, live video 
display and capture, video editing, Karaoke, and still-frame capture. This incredible functionality makes it a must for multimedia 
presentations, interactive education, business marketing, or just having fun. Capture-to-Go™ includes a set of easily installed 
drivers and its own video capture application designed for the Windows 95 or Windows 3.11 environment. 



Platform Configurations 

NO SPECIAL CONFIGURATION IS REQUIRED FOR MOST SYSTEMS. ALL SYSTEMS MUST BE ZOOMED VIDEO 
(ZV) ENABLED. PLEASE REFER TO APPENDEX "B" ON "How can I find out which version of Windows 95 is installed in 
my notebook. 

• Platforms with Windows 95 or 95a - OSR1 : 

COMPAQ - Armada 4100 series: 

• SystemSoft - CardWizard: version 4.30. 1 1 (7/25/96) or greater 

• Cirrus Logic - 7548: version 1.36 or greater 

GATEWAY 2000 - Solo 2100: 

• SystemSoft - CardWizard: version 4.20.03 (4/8/96) or greater 

• Cirrus Logic - 7548: version 1.36 or greater 

TOSHIBA - Satellite 400 series, Tecra 700 series: 

• SystemSoft - CardWizard: version 4.20.00 (3/1 3/96) or greater 

• Chips & Technology - 65550: version 1.1.0.116 (3/4/97) or greater 

TEXAS INSTRUMENTS (TI) - TravelMate 6000 series, Extensa: 

• Phoenix - Card Agent: version 4.00.08 (10/17/96) or greater 

• Cirrus Logic - 7548: version 1.36 or greater 



• Platforms with Windows 95B - OSR2 : 

NO SPECIAL CONFIGURATION IS REQUIRED 



SPECIAL NOTE 

Follow the directions carefully in the following pages for the difference between : 

(1) Windows 95-OSR1 with SystemSoft CardWizard, 

(2) Windows 95-OSR1 with Phoenix CardAgent, and 

(3) Windows 95B (Latest version)-OSR2. 
Skipping any step may result in improper operation: 
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Important Note for Installation: 



1 . The instructions are for installation of the Capture-to-Go MCI drivers on a Windows 95 or Windows 3.11 platform with VPM 1 . 10 or VPM 
1.05 and PCMCIA 5.0 Card and Socket Services with Zoomed Video support. 

• SystemSoft Card Works card and socket services (does not support Plug-and-Play): 

^ Windows 95 and Windows 3.11: 

0 Run the SystemSoft CardWizard to detect the card information, (refer to the notebook documentation for launching the 
application). 

0 Simply insert Capture-to-Go™ card into the ZV slot (see Figure I). 



Figure 1 - CardWizard displays unconfigured card 
^ File View Actions Options Window Help 



^ Capture Card 
^/ Margi Systems 
0 [CardSoft Mode] 

Bottom Slot 
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0 Run A:\SETUP from the driver diskette. After the installation is complete, restart Windows for the settings to take place. 
0 There will 2 loud beeps once the card is recognized and the "?" will be removed (see Figure 2). 



Figure 2 - CardWizard displays configured card 
^ File View Actions Options Window Help 
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For Help, press F1 
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• Phoenix Card A gent card and socket services provider {supports Plug-and-Play): 

<=> Windows 95 (OSR1) and Windows 3.11: 

0 Run the Phoenix Card Agent to detect new card (see Figure 3). (refer to the notebook documentation for launching the 
application). 



- PhoeniK Card Agent 



File Edit View Help 



MB 



|f | iff | 



Genera! 



| Configuratic 



To remove a PC Card, select it from the list, and 
then click Stop 



PC CARD 
Socket 0 
Socket 1 



Enable PC card sound effects 
fv Show Control on taskbar 
I - Display warning if card is removed before it 

Stop 




For Help, press F1 

Figure 3 - Card Agent displays both empty slots. 



0 Simply insert the Capture-to-Go™ card into the ZV slot, (see Figure 4) 



New Hardware Found 



MAR G l_S ystenns-Capture_Card 



Windows has found new hardware and is installing the software for it. 



Figure 4 - New Hardware Found with Phoenix Card Agent 

0 Choose "Driver provided by hardware manufacturer" when prompted. 

0 When prompted for the location of the drivers, type A:\ (or the location of the installation floppy), and click OK. The drivers 

will then be automatically installed. 
0 After the installation is complete, remove the diskette from the drive and restart Windows so that the changes can take effect. 
0 After rebooting, there will be 2 loud beeps once the card is recognized (see Figure 5) 



Figure 5 - Card Agent displays configured card 
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To remove a PC Card, select it from the list, and 
then click Stop 
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For Help, press F1 



i i r 



Installation and User's Guide 



WINDOWS 95B - 0 S R 2 card and socket services provider (supports Plug-and-Play): 
■=> Windows 95B [4.00.95B] - (latest release): 

0 Run PC Card Property from the Control Panel to detect new card (see Figure 6). 



PC Card (PCMCIA) Propeities 



Socket Status Global Settings 1 



To remove a PC card, select it from the list, and then 
click Stop. 



> (Empty) - Socket 1 
> (Empty) - Socket 2 



Stop 




W Show control on taskbar 

Display warning if card is removed before it is stopped 



□ K 



Cancel 



Apply 



Figure 6 - PC Card displays both empty slots. 

0 Simply insert the Capture-to-Go™ card into the ZV slot, (see Figure 7) 



New Hardware Found 



M AR G l_Systerns-Capture_Card 



Windows has found new hardware and is installing the software for it. 



Figure 7 - New Hardware Found with OSR2 - PC Card 

IMPORTANT: Windows 95 will prompt for the location of the file 'Hardware, vxd' since it could not be found. At this 
point, simply type A:\ (or the location of the installation floppy diskette in which this file is located), and click OK. The 
drivers will then be automatically installed. 

0 After the installation is complete, there will be 2 loud beeps once the card is recognized (see Figure 8) 



Installation and User's Guide 



PC Card (PCMCIA] Properties 



Socket Status Global Settings I 



^ V To remove a PC card, select it from the list, and then 
click Stop. 
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Apply 



Figure 8 - PC Card displays configured card 
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What if you do not have Card and Socket Services? 

( Note : This applies to early generation of Zoomed Video notebooks) 



If you do not have Card and Socket Services installed, do the following 

1 . Start Windows and insert the Capture-to-Go™ installation floppy diskette. 

2 . Run A:\SETUP.EXE from the diskette. 

3. After the installation is complete, restart Windows for the settings to take place. 

4. Change the following line in the MARGIVID . INI file, located under C:\WINDOWS directory. 



' from 

ForceResources=0 

to 

ForceResources=l 

5. Comment out the following line in the [386Enh] section of the SYSTEM. INI file, located under C:\Windows directory: 

DEVICE=MARGIPNP . VXD 

Insert the Capture-to-Go™ card into the ZV slot and run the Capture-to-Go application (see Figure 9). 



Figure 9 - Running the Video Capture Application 
C|| Accessories * \ 




Suspend 
^J) Shut Down. 
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^J, Internet Mail 
^ Internet News 
£P Microsoft NetMeeting 
(jf?; MS-DOS Prompt 
^| The Microsoft Network 
J^J Windows Explorer 
Windows Messaging 



CaptureToGo 



Default setting for the base address is set to 0x280. In order to set a different address, if needed, edit the MARGIVID . INI file in the 
C : \Windows directory and add a line IOBase=0x330 (i.e., for a base address of 0x330) under [VidCap] section. 
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Understanding the Video Capture Screen: 



1. After installing the Capture-to-Go™ drivers, choose Programs - Capture to Go from the Start menu (see Figure 9). 

2. Choose CaptureToGo to launch the Video Capture application (see Figure 10) 



Figure 10 - MARGI's Video Capture Application 




Starts Capturing video into working file (ex. Capture.avi). Click anywhere on the screen to stop the Capturing process. 
Captures a "Still" frame / image into the Clipboard. 

Displays the video in Full Screen (press "Esc" or click anywhere on the screen to resume). 
Displays TV Remote Dialog Box. (requires a special TV antenna adapter) 
Move to the first frame of a captured video file. 



| y | J | || j Play / Pause the current captured video file. 
|^| j Move to the last frame of a captured video file. 
| j j Stop Playback - shows Line In video. 



Change the Playback Direction [Forward / Backward] 
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Understanding the Video/Audio Cable: 



The Capture-to-Go™ card is equipped with a Video (Video Source & S-video Inputs) and Audio (Right & Left Inputs) cable (see Figure 11). 
Figure 11- Video/ Audio Cable 



PC Card Connector 



S -Video Input 
Composite Video Input 
Left Audio Input 
Right Audio Input 




How to Set the Source Inputs 
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Figure 12 - Source Inputs 



• Camera: Power on the connected camera 

• TV Remote... : Enable TV Control Dialog box (required special TV antenna to operate) 

• Video Controls (Line In)... : Enable Video Source Dialog box {see Figure 13 for more details) 

• Volume Controls. . . : Launch the Volume Control Dialog Box (refer to Microsoft Windows 95 User's Guide for instructions on how to set 
the volume controls) 



Selecting Between Different Video Connector and Video Signal 

1 . Connect the video signals to the Capture-to-Go™ card 

2. From the Source menu choose Video Controls (Line In) (see Figure 13) 

3. Select which video source you wish to view; Compisite or S-Video. Click OK. 

4. The Capture-to-Go™ card is capable of processing video inputs using either the NTSC (American/ Asian) or PAL (European/ Asian) video 
standards. Select the format of the video input signal (the default is the NTSC standard). Click OK. 

5. By clicking the Auto-Detect button, video input signal will be automatically configured. 



Adjusting the Color Controls 

1 . Connect the video signals to the Capture-to-Go™ card 
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2. From the Source menu choose Video Controls (Line In)... . (see Figure 13) 

3. Make the necessary adjustment for the Brightness, Contrast, Hue and Saturation. 

4. By clicking the Default button, all changes will be set back to factory default settings. 



Figure 13 - Video Source Controls 
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How to Use the View options 
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Figure 14 - View Options 



Overlay : Show video in Overlay mode at 30 frames per second. 
Play ToolBar : Show / hide Capture - Play ToolBar. 

Status Bar : Show / hide Status Bar for details and displaying number of frames captured. 
Scale to Window : Scale / un-scale video to the Main Window. 
Full Screen : Show video in full screen. Press "Esc" to resume. 



How to Use the Capture Options 
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MARGI Capture To Go 
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Figure 15 - Capture Options 



Capture Video 
Capture Frame 
Settings ... 
Audio Format ... 
Video Format ... 
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PlayBack Help 



Capture Video : Start capturing video into working file (*.AVI). 

Capture Frame : Capture a still frame / image. 

Settings... : Modify general capture parameters (see Figure 16) 

Audio Format... : Modify capture audio parameters. 

Video Format... : Modify capture video parameters. 



Modifying the Video Capture Parameters 

1 . Connect the video signals to the Capture-to-Go™ card. 

2. From the Capture menu choose Settings .... {see Figure 16) 

3. Select the desired frame rate of the captured video. Full motion video is 30 frames/second, but the higher the frame rate, the more disk space is required for 
storing the captured video. 

4. If desired, set the maximum amount of time that should be captured. The longer the video is captured, the more disk space required to store the captured 
video. 

5. The means to terminate the video capture process can also be set. Both the keyboard and mouse can be used to end the process. 



Capture Parameters 
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Enter the amount of disk space to set aside for the 
Capture File. Existing video data in the file will be lost. 

Free Disk Space: 41 4 MB Capture File Size: 
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Figure 16 - Video Capture Parameters 



Selecting the Video Format 
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1 . Connect the video signals to the Capture-to-Go™ card. 

2. From the Capture menu choose Video Format .... (see Figure 17) 

3. Select the desired Capture Dimensions from the list provided. 
Note : All dimensions are given in pixels. 



Video Format Q 



r Capture Dimensions — 




Figure 17 - Video Format 
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Optional - Creating a Shortcut or Icon for the Video Capture 



Windows 95: 

1. Using Windows Explorer, find the VidCap.exe file in your C:\VideoWidcap directory (or the name of the drive and directory that contains 
the Margi's video capture files). 

2. Click once on the file, then click the right button once. Choose Create Shortcut from the menu that appears. 

3. Drag the new Shortcut to VidCap.exe file onto your desktop. You can now double click on that icon to run the video capture application. 
Windows 3.11: 

1 . Open the Accessories folder on your desktop (or any folder you wish to have the icon to be placed). 

2. Select New from the File menu, click on Program Item, then click OK. 

3. In the space next to Command Line, type C:\Video\VidcapWidCap.exe (or the name of the drive and directory that contains the Margi's 
video capture files, followed by "VidCap.exe"), then click OK. You can now double click on that icon to run the video capture application. 



Uninstatting the Capture-to-Go ™Drivers 

The instructions are for the removal of the Capture-to-Go™ drivers. 

Windows 95: 
Method #1: 

1 . Start Windows normally. 

2. Open the Start menu, then open the Settings sub-menu. Click on Control Panel. 

3. After the Control Panel opens, double click on the Add/Remove Programs icon. 

4. From the list of software titles, choose "CaptureToGo", then click on Add/Remove .... 

5. Follow the onscreen instructions for removal of the drivers. 

Method #2: 

1 . Start Windows normally. 

2. Open the Start menu, Programs sub-menu, and then Capture To Go sub-menu. Click on Uninstall. 
Follow the onscreen instructions for removal of the drivers 



Plug and Play 

• The Card Services should recognize the Capture-to-Go™ card as follows: 

Capture Card 
Margi Systems 

• The Capture driver supports hot unplugging of the Capture card. If a captured file is playing and the Capture-to-Go™ card is removed, the 
file being played will stop. When the card is reinserted, pressing play will continue playback from the current position. If the play is 
pressed when the Capture card is extracted then the driver will prompt for card insertion. 
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Appendix A- Product Specifications 



Product Characteristics 

• Type II PCMCIA card compatible with the Zoomed Video (ZV) Standard 

• High resolution for real-time video 

• Provides full-screen, full-motion, and stereo audio capture 

Hardware Specifications 

• NTSC or PAL video input 

• 16 bit YUV Video Interface providing TrueColor Quality 

• 16 bit digital Audio Interface providing CD Quality Sound 

Software Specifications 

• Hot Plug & Play with Card and Socket Services Compatible for Windows 95, Windows 3.11 

Normal Operating Specifications 

• Typical Operation Power dissipation: 1.22 Watts 

• Operating Voltage: 5 Volts 

• Operating Temperature Range: 5°C~30°C 

• Operating Relative Humidity Range: 30%~80% 
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Appendix B: Troubleshooting 
Frequently Asked Questions 

Q. After installing the 'drivers' and rebooting, I get a blue screen error "The PCcard driver MARGIPNP.VXD requires a Zoomed Video Card 

Service Provider version 5.0 or greater... "? 
A. Without Card and Socket Services, standard Windows 95 (4.00.950 and 4.00.95a) - OSR1 will not recognize the card through the ZV port 

(refer to the section "What if you don 't have Card and Socket Services " on page #4 for more information). Another way to resolve this 

matter is to install a third party Card and Socket Services either SystemSoft CardWorks or Phoenix CardAgent (contact your notebook 

manufacturer or distributor for the updated version of Card and Socket Services). 

Most of the current release ZV notebooks are equipped with the latest Windows 95 (4.00.95B) - OSR2. 

Q. Why do I get a GREEN screen once I start the Video Capture application? 

A. Ensure that the Capture-to-Go card is inserted into the Zoomed Video (ZV) slot (refer to the notebook User's Guide to verify which slot is 
linked to the ZV port). 

Q. Why do I get a BLUE screen once I start the Video Capture application? 

A. Ensure that (1) The Video/ Audio is connected to the Capture card, (2) the camera is plugged into the card, (3) the video stream is coming 
from the source . 

Q. How can I find out which version of Windows 95 is installed in my notebook? 

A. You can easily find out the current version of Windows 95 by going into the Control Panel - System Properties - General. Under the 
System section, 4.00.950 or 4.00.95a for Windows 95 - OSR1, 4.00.95B for Windows 95 - OSR2. 

Q. Why do I get an error message "PNP Driver Failure"? 

A. If your notebook have the latest version of Windows 95 [4.00.950B] - OSR2, then by installing our driver "A:\SETUP.EXE" from the 
floppy disk will create a setting for non-Plug-and -Play support inside the SYSTEM.INI file. To fix this problem by going into the 
SYSTEM.INI and remove the line "device=MargiPNP.vxd" under the [386Enh] section. 



Error Message Text and Solutions 

If you encounter any error messages that are not included in this User's Guide, please write down the details of the message and 
contact technical support. 

Error #1 "Please insert video card in a ZoomVideo slot". 

Solution — Ensure that the Capture-to-Go card is inserted into the Zoomed Video (ZV) slot (refer to the notebook User's Guide to 
verify which slot supports the Zoomed Video). 

Error #10 "Unable to set requested format. Insufficient frame buffer memory. Try reducing the display pixel depth or the display resolution". 

Solution — This is due to the limitation on the memory buffer available for the video to playback. Try to reduce down (1) Capture 
Dimensions inside Video Format dialog box (see Figure 17) or (2) the desktop resolution and color mode. 

Error #261 "Unable to initialize VPM provider. No VPM= entry in SYSTEM.INI". 

Solution — There should be a line to enable the video VPM provider inside the SYSTEM.INI under [drivers] section. Example: If the 
notebook have a Chips & Technology video controller built-in, then a line "VPM=CHIPSVPM.DLL" should be added by updating the latest 
VGA driver. 
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Appendix C: Technical Support Contact Information 



Before You Contact Technical Support 

MARGI SYSTEMS is committed to providing you with comprehensive technical support. However, before calling our technical 
support department, please try to resolve your problem by using this guide . Also, check the README.TXT file for information 
that has changed since this guide was printed. 

If you cannot find the solutions you need in this guide please have the following information ready or send it along when you 
contact technical support: (refer to page #10 for a complete Technical Support Form) 



Contacting MARGI Technical Support 

If you cannot get the help you need from this guide you can contact our technical support department in any of the ways listed 
below. You must be a registered Capture-to-Go card user to receive the following types of technical support. 



Fax 

510-657-4430 

Fax the information listed on page #10 to the technical support fax number. This service is available in the U.S., 24 hours a day, 7 days a week. 
We try to respond to all fax requests within 24 hours. 



Telephone 

510-657-4435 ext. 22 

Support is available Monday through Friday, 9 a.m. to 6 p.m. after you have sent the Technical Support Form on page #10. 



Internet 

You can contact MARGI SYSTEMS through the Internet by sending an E-mail message including the Technical Support Form on page #10 to 
support@margi.com. 



Web Site 

http://www.margi.com. 



Postal Service Mail 

MARGI SYSTEMS, INC. 
3155 Kearney Street, Suite 170 
Fremont, CA. 94538 
USA 
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Glossary of Terms 



• Card and Socket Services - A set of software interfaces that automatically detect insertion and removal on PCMCIA cards and allocates the 
appropriate computer resources. 

• Hot Plugging/Unplugging - The insertion/removal of the Capture-to-go™ card while the card is playing a file. This feature allows the card 
to be removed and reinserted without termination of the file being played. 

• OEM Service Release ( OSR) - A version of Windows 95 released to PC vendors that included a variety of bug fixes as well as support for 
enhanced devices. OSR1 applies for Windows 95 version [4.00.950 and 4.00.95a] and OSR2 applies for the latest version [4.00.950B]. 

• PCMCIA - Personal Computer Memory Card International Association - This is the organization responsible setting the standards 
followed by any card that bears this name. These standards describe things like physical characteristics and electrical specifications. 

• ZV (Zoomed Video) - A video standard that allows full motion, full-frame video display on notebook computers. 

• Zoomed Video (ZV) Port - An extension to the PC Card (PCMCIA) standard that provides a high transfer rate for video applications on 
notebooks. Video data goes directly to the display controller, bypassing the CPU and system bus, allowing full-screen, full-motion (30 
frames per second) playback of digital video. The ZV Port is activated by plugging in a PC Card that is ZV Port-compliant. 
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